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Compact, screened bollard fixtures.
Residential-scale,providing soft downward
and vertical illumination.

Luminaire Structure

- Die-cast aluminium housing
- Extruded aluminium column

- Pre-treated before powder coating ensuring high
corrosion resistance
- Single cable entry
- Stainless steel fasteners in grade 304 with zinc
flake coating (ZFC)

- Durable silicone rubber gasket
- Opal toughened glass diffuser
- Integral control gear

Feature Optic

G G

Product colour

01 - Black (RAL
9011)

02 - Dark Grey (RAL
7043)

03 - White (RAL
9003)

05 - Matt Silver
(RAL 9006)

06 - Bronze (RAL
6014)

Special finishes upon request

SU01 - Concrete -
Urban

SU02 - Softscape -
Urban

SU03 - Stone -
Urban

SU04 - Corten -
Urban

SW01 - Oak -
Woodland

SW02 - Walnut -
Woodland

SW03 - Pine -
Woodland

https://www.ligman.com/lighting-control-methods/
https://www.ligman.com/dali/
https://www.ligman.com/lighting-control-methods/
https://www.ligman.com/duomo-bollards-du-bo3/
mailto:info@ligman.com
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Technical information

 
Model number
 

Light source
 

Power
 

Lumen
 

Optic
 

CCT / CRI
 

Dimming type
 

Weight
  

Ø160 - 1041 mm - Flat top

DUOMO 1 DU-10186-2 1 COB 41 W 733 - 742 lm G [360°] 3000K CRI80,
4000K CRI80

On/Off, 1-10V,
DALI 8.6 kg

 
Ø160 - 1041 mm - Flat top - With integrated security core (Anti-traffic)

DUOMO 1 DU-10186-2-SB 1 COB 41 W 733 - 742 lm G [360°] 3000K CRI80,
4000K CRI80

On/Off, 1-10V,
DALI 8.6 kg

 
Ø160 - 1061 mm - Dome top

DUOMO 1 DU-10186-1 1 COB 41 W 733 - 742 lm G [360°] 3000K CRI80,
4000K CRI80

On/Off, 1-10V,
DALI 8.6 kg

 
Ø160 - 1061 mm - Dome top - With integrated security core (Anti-traffic)

DUOMO 1 DU-10186-1-SB 1 COB 41 W 733 - 742 lm G [360°] 3000K CRI80,
4000K CRI80

On/Off, 1-10V,
DALI 8.6 kg

 
Ø160 - 464 mm - Flat top

DUOMO 1 DU-70127-2 1 COB 41 W 733 - 742 lm G [360°] 3000K CRI80,
4000K CRI80

On/Off, 1-10V,
DALI 6.0 kg

 
Ø160 - 484 mm - Dome top

DUOMO 1 DU-70127-1 1 COB 41 W 733 - 742 lm G [360°] 3000K CRI80,
4000K CRI80

On/Off, 1-10V,
DALI 6.0 kg

 
Ø160 - 736 mm - Flat top

DUOMO 1 DU-10176-2 1 COB 41 W 733 - 742 lm G [360°] 3000K CRI80,
4000K CRI80 On/Off, DALI 7.2 kg

 
Ø160 - 736 mm - Flat top - With integrated security core (Anti-traffic)

DUOMO 1 DU-10176-2-SB 1 COB 41 W 733 - 742 lm G [360°] 3000K CRI80,
4000K CRI80 On/Off, DALI 7.2 kg

 
Ø160 - 756 mm - Dome top

DUOMO 1 DU-10176-1 1 COB 41 W 733 - 742 lm G [360°] 3000K CRI80,
4000K CRI80 On/Off, DALI 7.2 kg

 
Ø160 - 756 mm - Dome top - With integrated security core (Anti-traffic)

DUOMO 1 DU-10176-1-SB 1 COB 41 W 733 - 742 lm G [360°] 3000K CRI80,
4000K CRI80 On/Off, DALI 7.2 kg

 
Ø186 - 1063 mm - Flat top

DUOMO 2 DU-10206-2 1 COB 41 W 664 - 673 lm G [360°] 3000K CRI80,
4000K CRI80

On/Off, 1-10V,
DALI 10.3 kg

 
Ø186 - 1063 mm - Flat top - With integrated security core (Anti-traffic)

DUOMO 2 DU-10206-2-SB 1 COB 41 W 664 - 673 lm G [360°] 3000K CRI80,
4000K CRI80

On/Off, 1-10V,
DALI 10.3 kg

 
Ø186 - 1097 mm - Dome top

DUOMO 2 DU-10206-1 1 COB 41 W 664 - 673 lm G [360°] 3000K CRI80,
4000K CRI80

On/Off, 1-10V,
DALI 10.3 kg

 
Ø186 - 1097 mm - Dome top - With integrated security core (Anti-traffic)

DUOMO 2 DU-10206-1-SB 1 COB 41 W 664 - 673 lm G [360°] 3000K CRI80,
4000K CRI80

On/Off, 1-10V,
DALI 10.3 kg

 
Ø186 - 486 mm - Flat top

DUOMO 2 DU-70137-2 1 COB 41 W 664 - 673 lm G [360°] 3000K CRI80,
4000K CRI80

On/Off, 1-10V,
DALI 7.5 kg

 
Ø186 - 520 mm - Dome top

DUOMO 2 DU-70137-1 1 COB 41 W 664 - 673 lm G [360°] 3000K CRI80,
4000K CRI80

On/Off, 1-10V,
DALI 7.5 kg

https://www.ligman.com/duomo-bollards-du-bo3/
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Ø186 - 758 mm - Flat top

DUOMO 2 DU-10196-2 1 COB 41 W 664 - 673 lm G [360°] 3000K CRI80,
4000K CRI80

On/Off, 1-10V,
DALI 8.8 kg

 
Ø186 - 758 mm - Flat top - With integrated security core (Anti-traffic)

DUOMO 2 DU-10196-2-SB 1 COB 41 W 664 - 673 lm G [360°] 3000K CRI80,
4000K CRI80

On/Off, 1-10V,
DALI 8.8 kg

 
Ø186 - 792 mm - Dome top

DUOMO 2 DU-10196-1 1 COB 41 W 664 - 673 lm G [360°] 3000K CRI80,
4000K CRI80

On/Off, 1-10V,
DALI 8.8 kg

 
Ø186 - 792 mm - Dome top - With integrated security core (Anti-traffic)

DUOMO 2 DU-10196-1-SB 1 COB 41 W 664 - 673 lm G [360°] 3000K CRI80,
4000K CRI80

On/Off, 1-10V,
DALI 8.8 kg

 
Ø217 - 1068 mm - Flat top

DUOMO 3 DU-10226-2 1 COB 41 W 385 - 390 lm G [360°] 3000K CRI80,
4000K CRI80

On/Off, 1-10V,
DALI 13.4 kg

 
Ø217 - 1068 mm - Flat top - With integrated security core (Anti-traffic)

DUOMO 3 DU-10226-2-SB 1 COB 41 W 385 - 390 lm G [360°] 3000K CRI80,
4000K CRI80

On/Off, 1-10V,
DALI 13.4 kg

 
Ø217 - 1081 mm - Dome top

DUOMO 3 DU-10226-1 1 COB 41 W 385 - 390 lm G [360°] 3000K CRI80,
4000K CRI80

On/Off, 1-10V,
DALI 13.4 kg

 
Ø217 - 1081 mm - Dome top - With integrated security core (Anti-traffic)

DUOMO 3 DU-10226-1-SB 1 COB 41 W 385 - 390 lm G [360°] 3000K CRI80,
4000K CRI80

On/Off, 1-10V,
DALI 13.4 kg

 
Ø217 - 491 mm - Flat top

DUOMO 3 DU-70147-2 1 COB 41 W 385 - 390 lm G [360°] 3000K CRI80,
4000K CRI80

On/Off, 1-10V,
DALI 8.7 kg

 
Ø217 - 504 mm - Dome top

DUOMO 3 DU-70147-1 1 COB 41 W 385 - 390 lm G [360°] 3000K CRI80,
4000K CRI80

On/Off, 1-10V,
DALI 8.7 kg

 
Ø217 - 763 mm - Flat top

DUOMO 3 DU-10216-2 1 COB 41 W 385 - 390 lm G [360°] 3000K CRI80,
4000K CRI80

On/Off, 1-10V,
DALI 10.4 kg

 
Ø217 - 763 mm - Flat top - With integrated security core (Anti-traffic)

DUOMO 3 DU-10216-2-SB 1 COB 41 W 385 - 390 lm G [360°] 3000K CRI80,
4000K CRI80

On/Off, 1-10V,
DALI 10.4 kg

 
Ø217 - 776 mm - Dome top

DUOMO 3 DU-10216-1 1 COB 41 W 385 - 390 lm G [360°] 3000K CRI80,
4000K CRI80

On/Off, 1-10V,
DALI 10.4 kg

 
Ø217 - 776 mm - Dome top - With integrated security core (Anti-traffic)

DUOMO 3 DU-10216-1-SB 1 COB 41 W 385 - 390 lm G [360°] 3000K CRI80,
4000K CRI80

On/Off, 1-10V,
DALI 10.4 kg

 

Accessories

https://www.ligman.com/duomo-bollards-du-bo3/
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Anchor bolt
A10291

Anchor bolt
A10391

Anchor bolt
A10491

DALI Control
System

Control-DALI

Power connection
box (IP65)

modification upon
request

POWER-BOX-
IP65

DU-10176-1 · ·
DU-10176-1-SB ·
DU-10176-2 · ·
DU-10176-2-SB ·
DU-10186-1 · · ·
DU-10186-1-SB · ·
DU-10186-2 · · ·
DU-10186-2-SB · ·
DU-10196-1 · ·
DU-10196-1-SB ·
DU-10196-2 · ·
DU-10196-2-SB ·
DU-10206-1 · · ·
DU-10206-1-SB · ·
DU-10206-2 · · ·
DU-10206-2-SB · ·
DU-10216-1 · ·
DU-10216-1-SB ·
DU-10216-2 · ·
DU-10216-2-SB ·
DU-10226-1 · · ·
DU-10226-1-SB · ·
DU-10226-2 · · ·
DU-10226-2-SB · ·
DU-70127-1 · ·
DU-70127-2 · ·
DU-70137-1 · ·
DU-70137-2 · ·
DU-70147-1 · ·
DU-70147-2 · ·

https://www.ligman.com/duomo-bollards-du-bo3/
mailto:info@ligman.com


Outdoor | Bollards

DUOMO

We reserve the right to make technical and design changes.
 
01:40, 08-04-2024
 
https://www.ligman.com/duomo-bollards-du-bo3/

 THAILAND
LIGMAN Lighting Co.,Ltd.
17/2 Moo 4, Monthong, Bang Nam Priao,
24150 Chachoengsao - Thailand
info@ligman.com

https://www.ligman.com/duomo-bollards-du-bo3/
mailto:info@ligman.com


Outdoor | Bollards

DUOMO

We reserve the right to make technical and design changes.
 
01:40, 08-04-2024
 
https://www.ligman.com/duomo-bollards-du-bo3/

 THAILAND
LIGMAN Lighting Co.,Ltd.
17/2 Moo 4, Monthong, Bang Nam Priao,
24150 Chachoengsao - Thailand
info@ligman.com

DUOMO
Small and medium shade wall luminaires

Compact, screened surface wall mounted fixtures.
Two residential-scaled sizes, providing soft
downward and vertical illumination.

https://www.ligman.com/duomo-small-and-med
ium-shade-wall-luminaires-du-su3/

DUOMO
Shepherd's crook surface wall luminaires

Compact, screened surface wall mounted fixtures.
Two residential-scaled sizes, providing soft
downward and vertical illumination.

https://www.ligman.com/duomo-shepherds-cro
ok-surface-wall-luminaires-duo-su3/

DUOMO
Discontinued

Compact, screened surface pendant fixtures.
Residential-scale, providing soft downward and
vertical illumination.

https://www.ligman.com/duomo-discontinued-d
u-pe3/

DUOMO
Discontinued

Compact, screened post top fixtures. Residential-
scale family providing soft downward and vertical
illumination.

https://www.ligman.com/duomo-discontinued-d
u-po3/

DUOMO
Shepherd's crook post top luminaires

Compact, screened post top fixtures. Residential-
scale family providing soft downward and vertical
illumination.

https://www.ligman.com/duomo-shepherds-cro
ok-post-top-luminaires-duo-po3/
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