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Slimline, surface wall-fixtures with up-
downlight distribution. Clean, unique,
minimalistic and flexible, the perfect tool for
surface wall grazing.

Luminaire Structure

- Die-cast aluminium housing
- Pre-treated before powder coating ensuring high
corrosion resistance

- Single cable entry or two cable entries for
through wiring upon request
- Stainless steel fasteners in grade 304 with zinc
flake coating (ZFC)
- Durable silicone rubber gasket

- Frosted toughened glass
- Integral control gear

Feature Optic

G G / G

Product colour

01 - Black (RAL
9011)

02 - Dark Grey (RAL
7043)

03 - White (RAL
9003)

05 - Matt Silver
(RAL 9006)

06 - Bronze (RAL
6014)

Special finishes upon request

SU01 - Concrete -
Urban

SU02 - Softscape -
Urban

SU03 - Stone -
Urban

SU04 - Corten -
Urban

SW01 - Oak -
Woodland

SW02 - Walnut -
Woodland

SW03 - Pine -
Woodland

https://www.ligman.com/dali/
https://www.ligman.com/lighting-control-methods/
https://www.ligman.com/darksky-approved-ranges/
https://www.ligman.com/turtle-friendly-lighting/
https://www.ligman.com/gini-surface-facade-luminaires-gi-su3/
mailto:info@ligman.com
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Technical information

 
Model number
 

Light source
 

Power
 

Lumen
 

Optic
 

CCT / CRI
 

Dimming type
 

Weight
  

Down

GINI 1 GN-30021 40 LED 18 W 1121 - 1246
lm G [95°x 86°] 3000K CRI80,

4000K CRI80 On/Off, DALI 3.0 kg

GINI 1 GN-30041 80 LED 36 W 2392 - 2492
lm G [95°x 86°] 3000K CRI80,

4000K CRI80 On/Off, DALI 6.95 kg

GINI 1 GN-30061 120 LED 54 W 3588 - 3738
lm G [95°x 86°] 3000K CRI80,

4000K CRI80 On/Off, DALI 10.44 kg

GINI 1 GN-30081 160 LED 72 W 4785 - 4984
lm G [95°x 86°] 3000K CRI80,

4000K CRI80 On/Off, DALI 13.90 kg

 
Down (Optic) & Up (Optic 2nd)

GINI 2 GN-30031 40 & 40 LED 25 W 1866 - 1985
lm G [95°x 86°] 3000K CRI80,

4000K CRI80 On/Off, DALI 3.0 kg

GINI 2 GN-30051 80 & 80 LED 50 W 3811 - 3970
lm G [95°x 86°] 3000K CRI80,

4000K CRI80 On/Off, DALI 6.95 kg

GINI 2 GN-30071 120 & 120
LED 75 W 5717 - 5955

lm G [95°x 86°] 3000K CRI80,
4000K CRI80 On/Off, DALI 10.44 kg

GINI 2 GN-30091 160 & 160
LED 100 W 7622 - 7940

lm G [95°x 86°] 3000K CRI80,
4000K CRI80 On/Off, DALI 13.90 kg

 

Accessories

DALI Control
System

Control-DALI
GN-30021 ·
GN-30031 ·
GN-30041 ·
GN-30051 ·
GN-30061 ·
GN-30071 ·
GN-30081 ·
GN-30091 ·
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