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Classic urban neighbourhood post-top
luminaire family. Timeless lines coupled

with unparalleled build quality, flexibility and

performance.
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- Die-cast aluminium housing
- Pre-treated before powder coating ensuring high
corrosion resistance

- Stainless steel fasteners in grade 304 with zinc
flake coating (ZFC)
- Durable silicone rubber gasket

- Surge protection 10kV

- Clear toughened glass
- Integral control gear
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Outdoor | Street & area lighting luminaires

HAMILTON

Technical information

Light Dimming

Model number Power Lumen Optic CCT/CRI Weight
source type
1 side
M [30°], W [57°], EW 3000K
} 6126 - [110°], T2 [137°x54°], T3 CRI80, On/Off, <D
HAMILTONT HAM-20001 24LED BW 2027 1m [120°x04°], T4 [103°x70°,  4000K 110V, DALl '485kg. e
ME [138°x60°] CRI80
M [30°], W [57°], EW 3000K
} 8395 - [110°], T2 [137°x54°], T3 CRI80, On/Off, <D
HAMILTON 1 HAM-20002 48 LED oW 9862 Im [120°x94°], T4 [103°x70°], 4000K 1-10V, DALI 15.92kg.
ME [138°x60°] CRI80
M [30°], W [57°], T2 3000K
} 5769 - [137°x54°], T3 [120°x94°], CRI80, On/Off, <D
HAMILTON 3 HAM-20021 24 LED 53 W 7014 1m T4 [103°%70°), ME 4000K 1-10V. DALI 14.06 kg.
[138°x60°] CRI80
M [30°], W [57°], EW 3000K
} 8395 - [110°], T2 [137°x54°], T3 CRI80, On/Off, )
HAMILTON S HAM-20022 48 LED 75w 9862 Im [120°x94°], T4 [103°x70°], 4000K 1-10V, DALI 1519 k.
ME [138°x60°] CRI80
2 side
M [30°], W [57°], EW
2x24 12252 [ 0[80X]1 ! 20[]' Tz] g%?gg on/Off
HAMILTON 2 HAM-20011 LED 106 W 14054 Im [139 ><5ff 1 T°3 [134°x91°], 2000K 110V, DALI 27.52 kg.
T4[107°x69°], ME CRISO
[139°x59°]
M [30°], W [57°], EW
2x48 16790 [ 01 2°[]' 1 SRIs0, On/Off
HAMILTON 2 HAM-20012 LED 146 W 19724 1m [136 ><5°2 1 1;3 [127°x89°], 4000K 110V, DALI 29.74 kg.
T4[105°x71°], ME CRISO
[137°x58°]
M [30°], W [57°], EW
2x24 12252- [ (J[8°X]1 ! 2°[]' Tz] R on/off
HAMILTON 4 HAM-20031 106 W [139°x54°], T3 [134°x91°], . ' 25.06 kg. wrSID
LED 14054 Im oy E Q0 4000K 1-10V, DALI
T4[107°x69°], ME CRISO
[139°x59°]
M [30°], W [57°], EW
2x48 16790 [ 0[40X]1 ! 20[]' Tz] g%?gg on/Off
HAMILTON 4 HAM-20032 LED 150 W 19794 Im [136 ><5°2 1, T°3 [127°x89°], 2000K 1-10V, DALI 26.19 kg.
T4[105°x71°], ME CRISO
[137°x58°]
2 sides - LIGHTCONNECT™
M [3000]‘ Wo[57o]' EW 3000K
2x24 12252- (108112, T2 CRISO
HAMILTON2 HAM-20011-LC 106 W [139°x54°], T3 [134°x91°], , DALI 27.52kg.
LED 14054 Im oz o 4000K
T4[107°x69°], ME CRISO
[139°x59°]
M [3000]' Wo[57°]' EW 3000K
[104°x112°], T2
2x48 16790 - o £ro ooo0o CRI80,
HAMILTON2 HAM-20012-LC 146 W [136°x52°], T3 [127°x89°], DALI 29.74 kg.
LED 19724 1Im oy 710 4000K
T4[105°%71°], ME CRISO
[137°x58°]
2 sides - Shepherd's crook - LIGHTCONNECT™
M [39“], W°[57°], EW 3000K
[108°x112°], T2
2x24 12252 - oL fo 0y CRI80,
HAMILTON4 HAM-20031-LC 106 W [139°x54°], T3 [134°x91°], DALI 25.06 kg.
LED 14054 Im o200 4000K
T4[107°x69°], ME CRISO
[139°x59°]
2x48 16790 - miox]”\g[]s%] - SRIs0, On/Off
HAMILTON4 HAM-20032-LC LED 150 W 19724 1m [136 ><5°2 1 1;3 [127°x89°], 4000K 110V, DALI 26.19kg.
T4[105°x71°], ME CRISO
[137°x58°]
LIGHTCONNECT™
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M [30°], W [57°], EW 3000K
) I 6126 - [170°], T2 [137°x54°], T3 CRIBO, i1 1iarie e
HAMILTON1 HAM-20001-LC 24 LED 53 W 2027 Im [120°x94°], T4 [103°x707] 4000K DALI 14.85kg.
ME [138°x60°] CRI80
M [30°], W [57°], EW 3000K
) ! 8395 - [170°], T2 [137°x54°], T3 CRI80,
HAMILTONI1 HAM-20002-LC 48 LED 75W 0862 Im [120°x94°], T4 [103°x707] 4000K DALI 15.92 kg.
ME [138°x60°] CRI80
Shepherd's crook - LIGHTCONNECT™
M [30°], W [57°], T2 3000K
} ) 5769 - [137°x54°], T3 [120°x94°], CRI80, On/Off,
HAMILTON3 HAM-20021-LC 24 LED 53 W 2014 Im T4[103°x70°], ME 4000K 7-10V, DALI 14.06 kg.
[138°x60°] CRI80
M [30°], W [57°], EW 3000K
3 ! 8395 - [110°], T2 [137°x54°], T3 CRI8O, On/Off,
HAMILTON3 HAM-20022-LC 48 LED 75W 9862 Im [120°%04°], T4 [103°70°], 2000K 1-10V, DAL 15.19 kg.
ME [138°x60°] CRI80

Accessories

DALI
vﬁer CONTROL

Zhaga Book 18 Zhaga Book 18 DALI Control
NEVR 7 seeici socket (Down) socket (Up) System

A90891 A90991-D A90991-U Control-DALI
HAM-20001
HAM-20001-LC
HAM-20002
HAM-20002-.C
HAM-20011
HAM-20011-LC
HAM-20012
HAM-20012-LC
HAM-20021
HAM-20021-.C
HAM-20022
HAM-20022-.C
HAM-20031
HAM-20031-LC
HAM-20032
HAM-20032-.C

We reserve the right to make technical and design changes THAILAND
LIGMAN Lighting Co. Ltd
01:17,09-04-2024 17/2 Moo 4, Monthong, Bang Nam Priao,
24150 Chachoengsao - Thailand
https://www.ligman.com/hamilton-street-area-lighting-luminaire info@ligman.com
s-ham-st3/


https://www.ligman.com/hamilton-street-area-lighting-luminaires-ham-st3/
https://www.ligman.com/hamilton-street-area-lighting-luminaires-ham-st3/
mailto:info@ligman.com

LIGRMAN
HAMILTON

Outdoor | Street & area lighting luminaires

HAM-20001, HAM-20002 HAM-20011, HAM-20012
500 __ 352 __ 500
B WY

500
@60x89 @76x89 260x89 76x89
HAM-20021, HAM-20022 HAM-20031, HAM-20032
| 1421 }
T
651

@60x89 D76x89 @60x89 D76x89

We reserve the right to make technical and design changes THAILAND

LIGMAN Lighting Co.,Ltd

17/2 Moo 4, Monthong, Bang Nam Priao,
24150 Chachoengsao - Thailand
https://www.ligman.com/hamilton-street-area-lighting-luminaire info@ligman.com

s-ham-st3/

01:17,09-04-2024


https://www.ligman.com/hamilton-street-area-lighting-luminaires-ham-st3/
https://www.ligman.com/hamilton-street-area-lighting-luminaires-ham-st3/
mailto:info@ligman.com

LIGRMAN
HAMILTON

Outdoor | Street & area lighting luminaires

HAMILTON
Surface facade luminaires

Classic urban neighbourhood wall-mounted
luminaire family. Timeless lines coupled with
unparalleled build quality, flexibility and
performance.

https://www.ligman.com/hamilton-surface-faca
de-luminaires-ham-su2/

We reserve the right to make technical and design changes THAILAND
LIGMAN Lighting Co.,Ltd
01:17,09-04-2024 17/2 Moo 4, Monthong, Bang Nam Priao,
24150 Chachoengsao - Thailand
https://www.ligman.com/hamilton-street-area-lighting-luminaire info@ligman.com

s-ham-st3/


https://www.ligman.com/hamilton-surface-facade-luminaires-ham-su2/
https://www.ligman.com/hamilton-surface-facade-luminaires-ham-su2/
https://www.ligman.com/hamilton-surface-facade-luminaires-ham-su2/
https://www.ligman.com/hamilton-street-area-lighting-luminaires-ham-st3/
https://www.ligman.com/hamilton-street-area-lighting-luminaires-ham-st3/
mailto:info@ligman.com

