LIGMAN

LIGHT LINEAR PT-X

c € @ IP65 | | IKO8
OS
TECHNOLOGY
High output and performance range within
the LIGHT LINEAR family. Stylish NATURE
contemporary solution for major roads and
large area applications.

Luminaire Structure

- Die-cast aluminium housing - Stainless steel fasteners in grade 304 with zinc - Maximum wind load resistance is 260 km/h for
- Pre-treated before powder coating ensuring high flake coating (ZFC) pole high 6 m, 210 km/h for pole high 7 m, 170 km/h
corrosion resistance - Durable silicone rubber gasket for pole high 8 m, 140 km/h for pole high 9 m

- Clear toughened glass - Surge protection 10kV

- Integral control gear
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Special finishes upon request
b
i (. - *‘v
SUO1 - Concrete - SUO2 - Softscape - SUO3 - Stone - SU04 - Corten -
Urban Urban Urban Urban
SWO0T1 - Oak - SWO02 - Walnut - SWO03 - Pine -
Woodland Woodland Woodland
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LIGHT LINEAR PT-X

Technical information

Model Light Dimming

Power Lumen Optic CCT/CRI Weight
number source type
1 side - Supplied with specific square, straight galvanised pole - Height options: 6 - 10 m
M [36°], W [57°], EW
! ' 3000K
LIGHT } [112°], T1 [144°x71°], T2 welD
LINEARPT-  LI-21332 ﬁEXDz"' 136 W 1823(21 - D137°%617, T3[129°x91°) g&'}é% ?_q/[?\;fb A 16k
X13 T4[105°x71°], ME CRI70 ! &
[138°x62°]
M [36°], W [57°], EW
! ' 3000K
LIGHT } [112°], T1 [144°x71°], T2 D
LNEARPT-  LI-21333 Lo 208w Zoo0et (187619, T3[129%91, o7 oot L 26Ka
X 14 T4[105°x71°], ME CRI70 ' ~
[138°x62°]
1 side - Supplied with specific square, straight galvanised pole - Height options: 6 - 10 m
M [36°], W [57°], EW
’ 3000K
LIGHT . [112°], T1 [144°x71°], T2 wsD
LINEAR PT- LI-21334 ﬁEXDM 272 W ggg% Im [137°x61°], T3 [129°x91°], ig(l)é?( ?—q/oo\;f'DALl 26 kg
X 14 T4[105°x71°], ME CRI70 ’ &
[138°x62°]
1 side - Supplied with specific square, straight galvanised pole - Height options: 6- 10 m
M [36°], W [57°], EW
LIGHT 2x24 12797 - 1 1[20]’]1—1 [g 44!X71 172 g%?% On/Off wSP
LINEAR PT- LI-21331 LED 104 W 15294 Im [137°x61°], T3 [129°x91°], 4000Kl 110V ’DALI 16 kg
X13 T4[105°x71°], ME CRI70 ' &
[138°x62°]
2 sides - Supplied with specific square, straight aluminium pole - Height options: 6 - 10 m
M [36°], W [57°], EW
3000K
LIGHT . [112°], T1 [144°x71°], T2 D
LINEAR PT- LI-21341 5EXD48 208 W ggggg Im [137°x61°], T3 [129°x91°], 2&%& ?—q/(?\;f‘DALI 2x16 kg
X 15 T4[105°x71°], ME CRI70 ' &
[138°x62°]
M [36°], W [57°], EW
! 3000K
LIGHT ) [112°], T1 [144°x71°], T2 n-7)
LINEAR PT- LI-21342 5EXD48 272 W gggig Im [137°x61°], T3 [129°x91°], Z)(I;&(I)é?( ?—q/[?\;f'DALI 2x16 kg
X 15 T4[105°x71°], ME CRI70 ’ &
[138°x62°]
M [36°], W [57°], EW
' ' 3000K
LIGHT . [112°, T1 [144°x71°], T2 wSD
LNEARPT-  LI-21343 e sew 2088 [areer Taaoor, S oMt L X6k
X 16 T4[105°x71°], ME CRI70 ' &
[138°x62°]
M [36°], W [57°], EW
3000K
LIGHT . [112°], T1 [144°x71°], T2 wSD
LINEAR PT- LI-21344 EEXD% 544 W ggg% Im [137°x61°], T3 [129°x91°], 2&%& ?—q/(?Jf'DALI 2x26 kg
X 16 T4[105°x71°], ME CRI70 ' ~
[138°x62°]
Accessories
E
] 10 m - Square, straight 6 m - Square, straight 7 m - Square, straight 8 m - Square, straight
Circuit breaker box REER eI I DALI Control galvanised steel pole galvanised stee pole galvanised steel pole galvanised steel pole
P44 System for LIGHT LINEAR PT-X for LIGHT LINEAR PT- for LIGHT LINEAR PT- for LIGHT LINEAR PT-
A21291 A22391 Control-DALI -1 side X -1 side X -1 sides X -1 side
SPC1100150-PT-X SPC160150-PT-X SPC170150-PT-X SPC180150-PT-X
LI-21331 . . . .
LI-21332
L1-21333
LI-21334
LI-21341
L1-21342
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L1-21343
L1-21344
9 m - Square, 10 m - Square, 6 m - Square, 7 m - Square, 8 m - Square, 9 m - Square,
straight straight straight straight straight straight
galvanised steel galvanised steel galvanised stee galvanised steel galvanised steel galvanised steel
pole for LIGHT pole for LIGHT pole for LIGHT pole for LIGHT pole for LIGHT pole for LIGHT
LINEAR PT-X -1 LINEAR PT-X - 2 LINEAR PT-X - 2 LINEAR PT-X -2 LINEAR PT-X - 2 LINEAR PT-X - 2
side sides sides sides sides sides
SPC190150- SPC2100150- SPC260150- SPC270150- SPC280150- SPC290150-
PT-X PT-X PT-X PT-X PT-X PT-X
LI-21331 .
LI-21332 .
LI-21333 .
LI-21334 .
LI-21341
LI-21342 .
LI-21343 .
LI-21344
LARGE LIGHT LINEAR PT
LARGE LIGHT LINEAR PT 13 LARGE LIGHT LINEAR PT 14 LARGE LIGHT LINEAR PT 15 LARGE LIGHT LINEAR PT 16
LI21331 LI21333 LI-21341 LI-21343
L21332 LI-21334 L-21342 L-21344
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LIGHT LINEAR PT LIGHT LINEAR PT LIGHT LINEAR PT
Surface facade luminaires Bollards Street & area lighting luminaires
Area distribution wall-mounted projectors. Stylish Area distribution bollard-integrated projectors. Public realm contemporary column family. Stylish
but technically precise area lighting solutions as Stylish but technically precise area lighting but technically precise area lighting solutions as
part of a large flexible family. solutions as part of a large flexible family. part of a large flexible family.
https://www.ligman.com/light-linear-pt-surface- https://www.ligman.com/light-linear-pt-bollards https://www.ligman.com/light-linear-pt-street-a
facade-luminaires-li-su3/ -li-bo3/ rea-lighting-luminaires-lig-st3/
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