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Efficient quality linear fixture portfolio.
Coordinated wall or ceiling recessed range
with multiple optics and component options.

Luminaire Structure

- Die-cast aluminium end-caps
- Extruded aluminium housing and sheet aluminium
front frame
- Pre-treated before powder coating ensuring high
corrosion resistance
- Stainless steel frame on request

- Single cable entry, through wiring upon request
or two cable entries for through wiring
- Stainless steel fasteners in grade 304 with zinc
flake coating (ZFC)
- Durable silicone rubber gasket
- Clear toughened glass
- Integral control gear for LA-40001, LA-40002,
LA-40013, LA-40014

- Remote driver is not included for constant voltage
(CV) products
- Recessing box is not included
- 24 VDC input, DMX/RDM address with stable
signal

Feature Optic

VN N M W

E

Product colour

01 - Black (RAL
9011)

02 - Dark Grey (RAL
7043)

03 - White (RAL
9003)

05 - Matt Silver
(RAL 9006)

06 - Bronze (RAL
6014)

Special finishes upon request

SU01 - Concrete -
Urban

SU02 - Softscape -
Urban

SU03 - Stone -
Urban

SU04 - Corten -
Urban

SW01 - Oak -
Woodland

SW02 - Walnut -
Woodland

SW03 - Pine -
Woodland

https://www.ligman.com/lighting-control-methods/
https://www.ligman.com/dali/
https://www.ligman.com/dmx-dmx-rdm/
https://www.ligman.com/dmx-dmx-rdm/
https://www.ligman.com/lighting-control-methods/
https://www.ligman.com/lightalk-recessed-luminaires-li-re3/
mailto:info@ligman.com
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Technical information

 

Model
number
 

Light
source
 

Power
 

Lumen
 

Optic
 

CCT / CRI
 

Dimming type
 

Weight
  

Without recessing box - Integral control gear - 1250 mm - Class I

LIGHTALK 9 LA-40002 36 LED 57 W 3908 -
5703 lm

VN [12°], N [14°],
M [24°], W [44°],
E [18° x35°]

3000K CRI80,
4000K CRI80

On/Off, 1-10V,
DALI 6.6 kg

 
Without recessing box - Integral control gear - 1250 mm - Class I - RGBW

LIGHTALK 10 LA-40014 2 x 20
LED 66 W 3302 -

3839 lm

VN [10°], N [13°],
M [25°], W [43°],
E [18° x35°]

RGBW30,
RGBW40

DMX,
DMX/RDM 6.2 kg

 
Without recessing box - Integral control gear - 655 mm - Class I

LIGHTALK 9 LA-40001 18 LED 28 W 1943 -
2847 lm

VN [12°], N [14°],
M [24°], W [44°],
E [18° x35°]

3000K CRI80,
4000K CRI80

On/Off, 1-10V,
DALI 4.0 kg

 
Without recessing box - Integral control gear - 655 mm - Class I - RGBW

LIGHTALK 10 LA-40013 20 LED 33 W 1592 -
1916 lm

VN [10°], N [13°],
M [24°], W [43°],
E [16° x35°]

RGBW30,
RGBW40

DMX,
DMX/RDM 4.3 kg

 
Without remote driver / recessing box - Constant voltage (CV) 24 V - 1250 mm - Class III

LIGHTALK 16 LA-40023 36 LED 55 W 3871 -
4975 lm

VN [13°], N [15°],
M [25°], W [44°],
E [21° x 36°]

3000K CRI80,
4000K CRI80 On/Off 5.5 kg

 
Without remote driver / recessing box - Constant voltage (CV) 24 V - 1250 mm - Class III - RGBW

LIGHTALK 17 LA-40033 36 LED 70 W 1810 -
3896 lm

N [16°], M [32°],
W [55°], E
[20°x30°]

RGBW30,
RGBW40,
RGB+Amber

DMX,
DMX/RDM 6.6 kg

 
Without remote driver / recessing box - Constant voltage (CV) 24 V - 455 mm - Class III

LIGHTALK 16 LA-40021 12 LED 16 W 1401 -
1823 lm

VN [13°], N [15°],
M [26°], W [43°],
E [20° x 35°]

3000K CRI80,
4000K CRI80 On/Off 2.1 kg

 
Without remote driver / recessing box - Constant voltage (CV) 24 V - 455 mm - Class III - RGBW

LIGHTALK 17 LA-40031 12 LED 16 W 510 - 903
lm

N [16°], M [32°],
W [55°], E
[20°x30°]

RGBW30,
RGBW40,
RGB+Amber

DMX,
DMX/RDM 2.8 kg

 
Without remote driver / recessing box - Constant voltage (CV) 24 V - 655 mm - Class III - RGBW

LIGHTALK 17 LA-40032 18 LED 35 W 905 - 1948
lm

N [16°], M [32°],
W [55°], E
[20°x30°]

RGBW30,
RGBW40,
RGB+Amber

DMX,
DMX/RDM 4.0 kg

 
Without remote driver / recessing box - Constant voltage (CV) 24 V - 655 mm - Class III

LIGHTALK 16 LA-40022 18 LED 28 W 2202 -
2760 lm

VN [13°], N [15°],
M [26°], W [44°],
E [20° x 36°]

3000K CRI80,
4000K CRI80 On/Off 3.4 kg

 

Accessories

https://www.ligman.com/lightalk-recessed-luminaires-li-re3/
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Driver (CV) -
On/Off - 36 W -

IP67 - 24 V
A34491-ND

Driver (CV) -
On/Off - 60 W -

IP67 - 24 V
A34591-ND

Driver (CV) -
On/Off - 100 W -

IP67 - 24 V
A34791-ND

Driver (CV) -
On/Off - 150 W -

IP67 - 24 V
A34891-ND

Driver (CV) -
On/Off - 200 W -

IP67 - 24 V
A34991-ND

Driver (CV) -
On/Off - 350 W -

IP67 - 24 V
A35091-ND

Recessing box
A41151

LA-40001
LA-40002
LA-40013 ·
LA-40014
LA-40021 · · · · · ·
LA-40022 · · · · · ·
LA-40023 · · · · · ·
LA-40031 · · ·
LA-40032 · · · ·
LA-40033 · · ·

Recessing box
A60951

Recessing box
A61051

Recessing box
A61751

Cable - Connector
IP67 Female 2 Pin
Power - 1000 mm
A65491-001

Cable - Connector
IP67 Female 2 Pin
Power - 5000 mm
A65491-005

Cable - Connector
IP67 Female +

Male 2 Pin Power -
1000 mm

A65591-001

Cable - Connector
IP67 Female +

Male 2 Pin Power -
5000 mm

A65591-005
LA-40001 ·
LA-40002 ·
LA-40013
LA-40014 ·
LA-40021 · · · · ·
LA-40022 · · · · ·
LA-40023 · · · · ·
LA-40031 ·
LA-40032
LA-40033 ·

Connector IP67
Female 2 Pin

Power
A68191

Connector IP67
Male 2 Pin Power

A68291

DALI Control
System

Control-DALI

DMX Control
System

Control-DMX

DMX/RDM Control
System

Control-DMX-
RDM

LA-40001 ·
LA-40002 ·
LA-40013 · ·
LA-40014 · ·
LA-40021 · ·
LA-40022 · ·
LA-40023 · ·
LA-40031 · ·
LA-40032 · ·
LA-40033 · ·
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LIGHTALK
In-ground luminaires

Efficient quality linear fixture portfolio.
Coordinated in-ground range with multiple optics
and component options.

https://www.ligman.com/lightalk-in-ground-lum
inaires-li-in3/

LIGHTALK
Pendant luminaires

Efficient quality linear fixture portfolio.
Coordinated pendant range with multiple optics
and component options.

https://www.ligman.com/lightalk-pendant-lumin
aires-li-pe3/

LIGHTALK
Wall washer floodlights

Efficient quality linear fixture portfolio.
Coordinated grazing-floodlight range with multiple
optics and component options.

https://www.ligman.com/lightalk-wall-washer-fl
oodlights-li-pr3/

https://www.ligman.com/lightalk-in-ground-luminaires-li-in3/
https://www.ligman.com/lightalk-in-ground-luminaires-li-in3/
https://www.ligman.com/lightalk-in-ground-luminaires-li-in3/
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