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Infinitely flexible, yet unobtrusive post top
family. Clean simple lines shroud
sophisticated optical options and
flexibility to suit all project area lighting
needs.

Luminaire Structure

- Die-cast aluminium housing
- Pre-treated before powder coating ensuring high

corrosion resistance
- Stainless steel fasteners in grade 304 with zinc

flake coating (ZFC)
- Durable silicone rubber gasket
- Clear toughened glass
- High-efficiency PMMA lens

Feature Light symbol

EW M T2 T3

T4 W T4 / W ME

Product colour

01  -  Black  (RAL
9011)

02  -  Dark  Grey
(RAL 7043)

03  -  White  (RAL
9003)

05  -  Matt  Silver
(RAL 9006)

06 -  Bronze (RAL
6014)

Special finishes upon request

SU01 - Concrete -
Urban

SU02 -  Softscape
- Urban

SU03  -  Stone  -
Urban

SU04  -  Corten  -
Urban

S W 0 1  -  O a k  -
Woodland

SW02  -  Walnut  -
Woodland

S W 0 3  -  P i n e  -
Woodland

https://www.ligman.com/dark-sky-certified-ranges/
https://www.ligman.com/microvos/
https://www.ligman.com/turtle-friendly-lighting/
https://www.ligman.com/lunar-post-top-luminaires-lu-po3/
https://www.ligman.com/lunar-post-top-luminaires-lu-po3/
mailto:sales.cz@ligman.com
mailto:info@ligman.com


Outdoor | Post top luminaires

LUNAR

We reserve the right to make technical and design
changes.
 
01:30, 30-09-2021
 
https://www.ligman.com/lunar-post-top-luminai
res-lu-po3/

Europe
LIGMAN EUROPE s.r.o.
VGP Park Ústí nad Labem
P 2 120
40317, Přestanov
Czech Republic
+420 477 071 500
sales.cz@ligman.com

ASIA PACIFIC
LIGMAN Lighting Co.,Ltd.
17/2 Moo4 Monthong
Bangnampreaw
24150, Chachoengsao
Thailand
+66 2 108 6700
info@ligman.com

Technical information

 

Model
number
 

Light
source
 

Power
 

Lumen
 

Optic
 

CCT / CRI
 

Dimming
type
 

Weight
  

Top Ø1000 mm - 1 side

LUNAR 5 LAN-90011 24 LED 36.6 W 4494 -
5143 lm

EW [107°x113°], M
[30°], ME [140°x62°],
T2 [139°x59°], T3
[130°x91°], T4
[106°x71°], W [57°]

3000K
CRI80,
4000K
CRI80

DALI,
1-10V,
On/Off

25 kg

LUNAR 5 LAN-90012 24 LED 51.8 W 6069 -
6954 lm

EW [107°x113°], M
[30°], ME [140°x62°],
T2 [139°x59°], T3
[130°x91°], T4
[106°x71°], W [57°]

3000K
CRI80,
4000K
CRI80

On/Off 25 kg

 
Top Ø1000 mm - 2 sides

LUNAR 6 LAN-90013 24 LED 73.2 W 8988 -
10286 lm

EW [107°x113°], M
[30°], ME [140°x62°],
T2 [139°x59°], T3
[130°x91°], T4
[106°x71°], W [57°]

3000K
CRI80,
4000K
CRI80

DALI,
1-10V,
On/Off

31.50 kg

LUNAR 6 LAN-90014 24 LED 103.6
W

12138 -
13908 lm

EW [107°x113°], M
[30°], ME [140°x62°],
T2 [139°x59°], T3
[130°x91°], T4
[106°x71°], W [57°]

3000K
CRI80,
4000K
CRI80

On/Off 31.50 kg

 
Top Ø1000 mm - 3 sides

LUNAR 7 LAN-90015 24 LED 109.8
W

13482 -
15429 lm

EW [107°x113°], M
[30°], ME [140°x62°],
T2 [139°x59°], T3
[130°x91°], T4
[106°x71°], W [57°]

3000K
CRI80,
4000K
CRI80

DALI,
1-10V,
On/Off

38 kg

LUNAR 7 LAN-90016 24 LED 155.4
W

18207 -
20862 lm

EW [107°x113°], M
[30°], ME [140°x62°],
T2 [139°x59°], T3
[130°x91°], T4
[106°x71°], W [57°]

3000K
CRI80,
4000K
CRI80

On/Off 38 kg

 
Top Ø1000 mm - 4 sides

LUNAR 8 LAN-90017 24 LED 146.4
W

17976 -
20572 lm

EW [107°x113°], M
[30°], ME [140°x62°],
T2 [139°x59°], T3
[130°x91°], T4
[106°x71°], W [57°]

3000K
CRI80,
4000K
CRI80

DALI,
1-10V,
On/Off

44.50 kg

LUNAR 8 LAN-90018 24 LED 207.2
W

24276 -
27816 lm

EW [107°x113°], M
[30°], ME [140°x62°],
T2 [139°x59°], T3
[130°x91°], T4
[106°x71°], W [57°]

3000K
CRI80,
4000K
CRI80

On/Off 44.50 kg

 
Top Ø850 mm - 1 side

LUNAR 1 LAN-90001 12 LED 19.8 W 2148 -
2473 lm

EW [110°], M [30°], T2
[139°x59°], T3
[122°x87°], T4
[106°x71°], W [56°]

3000K
CRI80,
4000K
CRI80

DALI,
1-10V,
On/Off

20 kg

LUNAR 1 LAN-90002 12 LED 28 W 2873 -
3330 lm

EW [110°], M [30°], T2
[139°x59°], T3
[122°x87°], T4
[106°x71°], W [56°]

3000K
CRI80,
4000K
CRI80

DALI,
On/Off 20 kg

 
Top Ø850 mm - 2 sides
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LUNAR 2 LAN-90003 12 LED 39.6 W 4296 -
4946 lm

EW [110°], M [30°], T2
[139°x59°], T3
[122°x87°], T4
[106°x71°], W [56°]

3000K
CRI80,
4000K
CRI80

DALI,
1-10V,
On/Off

24 kg

LUNAR 2 LAN-90004 12 LED 56 W 5746 -
6660 lm

EW [110°], M [30°], T2
[139°x59°], T3
[122°x87°], T4
[106°x71°], W [56°]

3000K
CRI80,
4000K
CRI80

DALI,
On/Off 24 kg

 
Top Ø850 mm - 3 sides

LUNAR 3 LAN-90005 12 LED 59.4 W 6444 -
7419 lm

EW [110°], M [30°], T2
[139°x59°], T3
[122°x87°], T4
[106°x71°], W [56°]

3000K
CRI80,
4000K
CRI80

DALI,
1-10V,
On/Off

28.50 kg

LUNAR 3 LAN-90006 12 LED 84 W 8619 -
9990 lm

EW [110°], M [30°], T2
[139°x59°], T3
[122°x87°], T4
[106°x71°], W [56°]

3000K
CRI80,
4000K
CRI80

DALI,
On/Off 28.50 kg

 
Top Ø850 mm - 4 sides

LUNAR 4 LAN-90007 12 LED 79.2 W 8592 -
9892 lm

EW [110°], M [30°], T2
[139°x59°], T3
[122°x87°], T4
[106°x71°], W [56°]

3000K
CRI80,
4000K
CRI80

DALI,
1-10V,
On/Off

32.50 kg

LUNAR 4 LAN-90008 12 LED 112 W 11492 -
13320 lm

EW [110°], M [30°], T2
[139°x59°], T3
[122°x87°], T4
[106°x71°], W [56°]

3000K
CRI80,
4000K
CRI80

DALI,
On/Off 32.50 kg
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