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Recessed downlights available in six
diameters. Simple and refined downlighting
solutions for all your project needs.

Luminaire Structure

- Die-cast aluminium housing with powder coating - Die-cast aluminium heat sink with excellent
thermal management
- Propriety lens design for high LOR
- Remote driver is included

Feature Optic

N M W

Product colour

08 - Glossy White
(RAL 9010)

09 - Glossy Black
(HB451022M)

https://www.ligman.com/lighting-control-methods/
https://www.ligman.com/dali/
https://www.ligman.com/lighting-control-methods/
https://www.ligman.com/lighting-control-methods/
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Technical information

 
Model number
 

Light
source
 

Power
 

Lumen
 

Optic
 

CCT / CRI
 

Dimming type
 

Weight
  

Ø107 mm

MARYS 3 MY-80031 9 LED 15 W 1413 - 1672
lm

N [14°], M [25°],
W [39°]

3000K CRI80,
4000K CRI80

On/Off, 1-10V, DALI,
Trailing edge 0.76 kg.

MARYS 3 MY-80041 12 LED 19 W 1912 - 2286
lm

N [14°], M [25°],
W [39°]

3000K CRI80,
4000K CRI80

On/Off, 1-10V, DALI,
Trailing edge 0.76 kg.

 
Ø138 mm

MARYS 4 MY-80051 18 LED 30 W 3140 - 3717
lm

N [15°], M [27°],
W [42°]

3000K CRI80,
4000K CRI80 On/Off, 1-10V, DALI 1.15 kg.

 
Ø160 mm

MARYS 5 MY-80061 24 LED 40 W 4020 - 4697
lm

N [14°], M [26°],
W [45°]

3000K CRI80,
4000K CRI80 On/Off, 1-10V, DALI 1.81 kg.

 
Ø203 mm

MARYS 6 MY-80071 30 LED 50 W 4822 - 5696
lm

N [13°], M [27°],
W [37°]

3000K CRI80,
4000K CRI80 On/Off, 1-10V, DALI 2.59 kg.

MARYS 6 MY-80081 36 LED 55 W 6032 - 7122
lm

N [13°], M [27°],
W [37°]

3000K CRI80,
4000K CRI80 On/Off, 1-10V, DALI 2.59 kg.

 
Ø68 mm

MARYS 1 MY-80001 3 LED 6 W 484 - 574 lm N [19°], M [29°],
W [50°]

3000K CRI80,
4000K CRI80 On/Off, 1-10V, DALI 0.20 kg.

 
Ø87 mm

MARYS 2 MY-80011 5 LED 9 W 764 - 931 lm N [19°], M [31°],
W [48°]

3000K CRI80,
4000K CRI80

On/Off, 1-10V, DALI,
Trailing edge 0.4 0kg.

MARYS 2 MY-80021 7 LED 12 W 1187 - 1369
lm

N [15°], M [27°],
W [55°]

3000K CRI80,
4000K CRI80

On/Off, 1-10V, DALI,
Trailing edge 0.40 kg.

 

Accessories

DALI Control
System

Control-DALI
MY-80001 ·
MY-80011 ·
MY-80021 ·
MY-80031 ·
MY-80041 ·
MY-80051 ·
MY-80061 ·
MY-80071 ·
MY-80081 ·
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