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Unique family of curved extruded linear
fixtures. Release your imagination,
designing spaces with multiple curves in the
OULU range.

Luminaire Structure

- Die-cast aluminium end-caps and extruded
aluminium bended profile with powder coating
- Multiple angles available
- Stainless steel fasteners in grade 316

- Steel brackets for ceiling down mounting option
- Opal PMMA diffuser (UGR <19) for glare control
- Up and down light distribution options
- Passive thermal management
- Integral control gear

- Remote driver is included for dimming type: 1-10V
(-DI)
- Wireless control available through Bluetooth
connection

Feature Optic

O O / O

Product colour

01 - Black (RAL
9011)

03 - White (RAL
9003)

05 - Matt Silver
(RAL 9006)

Special finishes upon request

SU01 - Concrete -
Urban

SU02 - Softscape -
Urban

SU03 - Stone -
Urban

SU04 - Corten -
Urban

SW01 - Oak -
Woodland

SW02 - Walnut -
Woodland

SW03 - Pine -
Woodland
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Technical information

 
Model number
 

Light source
 

Power
 

Lumen
 

Optic
 

CCT / CRI
 

Dimming type
 

Weight
  

Down (Optic) & Up (Optic 2nd) - 180° - R500 - TW

OULU 5 OUL-80512 384 LED 54 W lm O [Opal] TW (2700K -
6500K) DALI 4.5 kg

 
Down (Optic) & Up (Optic 2nd) - 180° - R750 - TW

OULU 5 OUL-80522 576 LED 80 W lm O [Opal] TW (2700K -
6500K) DALI 7.1 kg

 
Down (Optic) & Up (Optic 2nd) - 180° - R1000

OULU 5 OUL-80531 384 LED 108 W 10461 -
10920 lm O [Opal] 3000K CRI80,

4000K CRI80
On/Off, 1-10V,
DALI 9.3 kg

 
Down (Optic) & Up (Optic 2nd) - 180° - R1000 - TW

OULU 5 OUL-80532 768 LED 108 W 10920 lm O [Opal] TW (2700K -
6500K) DALI 9.3 kg

 
Down (Optic) & Up (Optic 2nd) - 180° - R500

OULU 5 OUL-80511 192 LED 54 W 5235 - 5464
lm O [Opal] 3000K CRI80,

4000K CRI80
On/Off, 1-10V,
DALI 4.8 kg

 
Down (Optic) & Up (Optic 2nd) - 180° - R750

OULU 5 OUL-80521 288 LED 80 W 7849 - 8193
lm O [Opal] 3000K CRI80,

4000K CRI80
On/Off, 1-10V,
DALI 7.1 kg

 
Down (Optic) & Up (Optic 2nd) - 22.5° - R2000

OULU 8 OUL-81111 96 & 96 LED 26 W 2588 - 2701
lm O [Opal] 3000K CRI80,

4000K CRI80
On/Off, 1-10V,
DALI 2.8 kg

 
Down (Optic) & Up (Optic 2nd) - 22.5° - R2000 - RGBW

OULU 8 OUL-81112 192 & 192
LED 26 W 1462 - 1507

lm O [Opal] RGBW30, RGBW40 DMX/RDM 2.4 kg

 
Down (Optic) & Up (Optic 2nd) - 22.5° - R2500

OULU 8 OUL-81121 120 & 120
LED 31 W 3150 - 3288

lm O [Opal] 3000K CRI80,
4000K CRI80

On/Off, 1-10V,
DALI 3.5 kg

 
Down (Optic) & Up (Optic 2nd) - 22.5° - R2500 - RGBW

OULU 8 OUL-81122 240 & 240
LED 31 W 1743 - 1797

lm O [Opal] RGBW30, RGBW40 DMX/RDM 3.0 kg

 
Down (Optic) & Up (Optic 2nd) - 45° - R1500 - White light

OULU 7 OUL-80921 144 & 144
LED 37 W 3643 - 3795

lm O [Opal] 3000K CRI80,
4000K CRI80

On/Off, 1-10V,
DALI 4.0 kg

 
Down (Optic) & Up (Optic 2nd) - 45° - R2000 - White light

OULU 7 OUL-80931 192 & 192
LED 52 W 5229 - 5459

lm O [Opal] 3000K CRI80,
4000K CRI80

On/Off, 1-10V,
DALI 5.3 kg

 
Down (Optic) & Up (Optic 2nd) - 45° - R2500 - TW

OULU 7 OUL-80942 480 & 480
LED 66 W 6828 lm O [Opal] TW (2700K -

6500K) DALI 5.7 kg

 
Down (Optic) & Up (Optic 2nd) - 45° - R1000 - TW

OULU 7 OUL-80902 192 & 192
LED 25 W 2617 lm O [Opal] TW (2700K -

6500K) DALI 2.5 kg

 
Down (Optic) & Up (Optic 2nd) - 45° - R1000 - White light

OULU 7 OUL-80901 96 & 96 LED 25 W 2513 - 2617
lm O [Opal] 3000K CRI80,

4000K CRI80
On/Off, 1-10V,
DALI 2.9 kg

 
Down (Optic) & Up (Optic 2nd) - 45° - R1250 - TW
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OULU 7 OUL-80912 240 & 240
LED 31 W 3311 lm O [Opal] TW (2700K -

6500K) DALI 3.1 kg

 
Down (Optic) & Up (Optic 2nd) - 45° - R1250 - White light

OULU 7 OUL-80911 120 & 120
LED 31 W 3179 - 3311

lm O [Opal] 3000K CRI80,
4000K CRI80

On/Off, 1-10V,
DALI 3.5 kg

 
Down (Optic) & Up (Optic 2nd) - 45° - R1500 - TW

OULU 7 OUL-80922 288 & 288
LED 37 W 3795 lm O [Opal] TW (2700K -

6500K) DALI 3.6 kg

 
Down (Optic) & Up (Optic 2nd) - 45° - R2000 - TW

OULU 7 OUL-80932 384 & 384
LED 52 W 5460 lm O [Opal] TW (2700K -

6500K) DALI 4.6 kg

 
Down (Optic) & Up (Optic 2nd) - 45° - R2500 - White light

OULU 7 OUL-80941 240 & 240
LED 66 W 6541 - 6828

lm O [Opal] 3000K CRI80,
4000K CRI80

On/Off, 1-10V,
DALI 6.2 kg

 
Down (Optic) & Up (Optic 2nd) - 90° - R1250 - TW

OULU 6 OUL-80732 480 LED 66 W 6828 lm O [Opal] TW (2700K -
6500K) DALI 5.7 kg

 
Down (Optic) & Up (Optic 2nd) - 90° - R1000

OULU 6 OUL-80721 192 LED 52 W 5228 - 5457
lm O [Opal] 3000K CRI80,

4000K CRI80
On/Off, 1-10V,
DALI 5.2 kg

 
Down (Optic) & Up (Optic 2nd) - 90° - R1000 - TW

OULU 6 OUL-80722 384 LED 52 W 5460 lm O [Opal] TW (2700K -
6500K) DALI 4.6 kg

 
Down (Optic) & Up (Optic 2nd) - 90° - R1250

OULU 6 OUL-80731 240 LED 66 W 6541 - 6828
lm O [Opal] 3000K CRI80,

4000K CRI80
On/Off, 1-10V,
DALI 6.2 kg

 
Down (Optic) & Up (Optic 2nd) - 90° - R500

OULU 6 OUL-80701 96 LED 25 W 2508 - 2613
lm O [Opal] 3000K CRI80,

4000K CRI80
On/Off, 1-10V,
DALI 2.8 kg

 
Down (Optic) & Up (Optic 2nd) - 90° - R500 - TW

OULU 6 OUL-80702 192 LED 25 W 2613 lm O [Opal] TW (2700K -
6500K) DALI 2.8 kg

 
Down (Optic) & Up (Optic 2nd) - 90° - R750

OULU 6 OUL-80711 144 LED 37 W 3851 - 4011
lm O [Opal] 4000K CRI80,

3000K CRI80
On/Off, 1-10V,
DALI 3.9 kg

 
Down (Optic) & Up (Optic 2nd) - 90° - R750 - TW

OULU 6 OUL-80712 288 LED 37 W 4011 lm O [Opal] TW (2700K -
6500K) DALI 3.9 kg

 
Down - 180° - R500

OULU 5 OUL-80411 192 LED 27 W 2618 - 2733
lm O [Opal] 3000K CRI80,

4000K CRI80
On/Off, 1-10V,
DALI 3.9 kg

 
Down - 180° - R500 - TW

OULU 5 OUL-80412 384 LED 27 W 2732 lm O TW (2700K -
6500K) DALI 3.9 kg

 
Down - 180° - R750

OULU 5 OUL-80421 288 LED 40 W 3924 - 4096
lm O [Opal] 3000K CRI80,

4000K CRI80
On/Off, 1-10V,
DALI 5.7 kg

 
Down - 180° - R1000

OULU 5 OUL-80431 384 LED 54 W 5231 - 5460
lm O [Opal] 3000K CRI80,

4000K CRI80
On/Off, 1-10V,
DALI 7.7 kg
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Down - 180° - R1000 - RGBW DMX

OULU 5 OUL-80434 960 LED 54 W 1911 lm O RGBW40 DMX, DMX/RDM 7.3 kg

 
Down - 180° - R1000 - TW

OULU 5 OUL-80432 768 LED 54 W 5460 lm O TW (2700K -
6500K) DALI 7.7 kg

 
Down - 180° - R500 - RGBW

OULU 5 OUL-80413 480 LED 27 W 956 lm O [Opal] RGBW40 Bluetooth 3.7 kg

 
Down - 180° - R500 - RGBW DMX

OULU 5 OUL-80414 480 LED 27 W 956 lm O RGBW40 DMX, DMX/RDM 3.7 kg

 
Down - 180° - R750 - RGBW

OULU 5 OUL-80423 768 LED 43 W 1434 lm O [Opal] RGBW40 Bluetooth 5.4 kg

 
Down - 180° - R750 - RGBW DMX

OULU 5 OUL-80424 768 LED 43 W 1434 lm O RGBW40 DMX, DMX/RDM 5.4 kg

 
Down - 180° - R750 - TW

OULU 5 OUL-80422 576 LED 40 W 4096 lm O TW (2700K -
6500K) DALI 5.7 kg

 
Down - 180° -R1000 - RGBW

OULU 5 OUL-80433 960 LED 54 W 1911 lm O [Opal] RGBW40 Bluetooth 7.3 kg

 
Down - 22.5° - R2000

OULU 8 OUL-81011 96 LED 13 W 1266 - 1321
lm O [Opal] 3000K CRI80,

4000K CRI80
On/Off, 1-10V,
DALI 2.3 kg

 
Down - 22.5° - R2000 - RGBW

OULU 8 OUL-81013 240 LED 13 W 462 lm O [Opal] RGBW40 DMX/RDM 2.0 kg

 
Down - 22.5° - R2000 - RGBW DMX

OULU 8 OUL-81014 240 LED 13 W 462 lm O [Opal] RGBW40 Bluetooth, DMX,
DMX/RDM 2.0 kg

 
Down - 22.5° - R2000 - TW

OULU 8 OUL-81012 192 LED 13 W 1321 lm O TW (2700K -
6500K) DALI 2.0 kg

 
Down - 22.5° - R2500

OULU 8 OUL-81021 120 LED 16 W 1492 - 1558
lm O [Opal] 3000K CRI80,

4000K CRI80
On/Off, 1-10V,
DALI 2.8 kg

 
Down - 22.5° - R2500 - RGBW

OULU 8 OUL-81023 344 LED 19 W 545 lm O [Opal] RGBW40 DMX/RDM 2.5 kg

 
Down - 22.5° - R2500 - RGBW DMX

OULU 8 OUL-81024 344 LED 19 W 545 lm O [Opal] RGBW40 Bluetooth, DMX,
DMX/RDM 2.5 kg

 
Down - 22.5° - R2500 - TW
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OULU 8 OUL-81022 240 LED 16 W 1558 lm O TW (2700K -
6500K) DALI 2.5 kg

 
Down - 45° - R1000 - RGBW

OULU 7 OUL-80803 240 LED 13 W 440 lm O [Opal] RGBW40 Bluetooth 2.0 kg

 
Down - 45° - R1000 - RGBW DMX

OULU 7 OUL-80804 240 LED 13 W 440 lm O RGBW40 DMX, DMX/RDM 2.0 kg

 
Down - 45° - R1000 - TW

OULU 7 OUL-80802 192 LED 13 W 1258 lm O TW (2700K -
6500K) DALI 2.2 kg

 
Down - 45° - R1000 - White light

OULU 7 OUL-80801 96 LED 12 W 1208 - 1258
lm O [Opal] 3000K CRI80,

4000K CRI80
On/Off, 1-10V,
DALI 2.2 kg

 
Down - 45° - R1250 - RGBW

OULU 7 OUL-80813 336 LED 19 W 559 lm O [Opal] RGBW40 Bluetooth 2.5 kg

 
Down - 45° - R1250 - RGBW DMX

OULU 7 OUL-80814 336 LED 19 W 559 lm O RGBW40 DMX, DMX/RDM 2.5 kg

 
Down - 45° - R1250 - TW

OULU 7 OUL-80812 240 LED 17 W 1597 lm O TW (2700K -
6500K) DALI 2.8 kg

 
Down - 45° - R1250 - White light

OULU 7 OUL-80811 120 LED 16 W 1533 - 1597
lm O [Opal] 3000K CRI80,

4000K CRI80
On/Off, 1-10V,
DALI 2.8 kg

 
Down - 45° - R1500 - RGBW

OULU 7 OUL-80823 384 LED 21 W 606 lm O [Opal] RGBW40 Bluetooth 2.8 kg

 
Down - 45° - R1500 - RGBW DMX

OULU 7 OUL-80824 384 LED 21 W 606 lm O RGBW40 DMX, DMX/RDM 2.8 kg

 
Down - 45° - R1500 - TW

OULU 7 OUL-80822 288 LED 20 W 1732 lm O TW (2700K -
6500K) DALI 3.2 kg

 
Down - 45° - R1500 - White light

OULU 7 OUL-80821 144 LED 18 W 1663 - 1732
lm O [Opal] 3000K CRI80,

4000K CRI80
On/Off, 1-10V,
DALI 3.2 kg

 
Down - 45° - R2000 - RGBW

OULU 7 OUL-80833 480 LED 27 W 956 lm O [Opal] RGBW40 Bluetooth 3.8 kg

 
Down - 45° - R2000 - RGBW DMX

OULU 7 OUL-80834 480 LED 27 W 956 lm O RGBW40 DMX, DMX/RDM 3.8 kg

 
Down - 45° - R2000 - TW

OULU 7 OUL-80832 384 LED 27 W 2730 lm O TW (2700K -
6500K) DALI 4.2 kg

 
Down - 45° - R2000 - White light
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OULU 7 OUL-80831 192 LED 26 W 2615 - 2729
lm O [Opal] 3000K CRI80,

4000K CRI80
On/Off, 1-10V,
DALI 4.2 kg

 
Down - 45° - R2500 - RGBW

OULU 7 OUL-80843 688 LED 37 W 1195 lm O [Opal] RGBW40 Bluetooth 4.8 kg

 
Down - 45° - R2500 - RGBW DMX

OULU 7 OUL-80844 688 LED 37 W 1195 lm O RGBW40 DMX, DMX/RDM 4.8 kg

 
Down - 45° - R2500 - TW

OULU 7 OUL-80842 480 LED 33 W 3414 lm O TW (2700K -
6500K) DALI 5.0 kg

 
Down - 45° - R2500 - White light

OULU 7 OUL-80841 240 LED 33 W 3271 - 3415
lm O [Opal] 3000K CRI80,

4000K CRI80
On/Off, 1-10V,
DALI 5.0 kg

 
Down - 90° - R1000 - TW

OULU 6 OUL-80622 384 LED 26 W 2730 lm O TW (2700K -
6500K) DALI 4.2 kg

 
Down - 90° - R1000

OULU 6 OUL-80621 192 LED 26 W 2616 - 2730
lm O [Opal] 3000K CRI80,

4000K CRI80
On/Off, 1-10V,
DALI 4.2 kg

 
Down - 90° - R1000 - RGBW

OULU 6 OUL-80623 480 LED 26 W 956 lm O [Opal] RGBW40 Bluetooth 3.8 kg

 
Down - 90° - R1000 - RGBW DMX

OULU 6 OUL-80624 480 LED 26 W 956 lm O RGBW40 DMX, DMX/RDM 3.8 kg

 
Down - 90° - R1250

OULU 6 OUL-80631 240 LED 33 W 3271 - 3415
lm O [Opal] 3000K CRI80,

4000K CRI80
On/Off, 1-10V,
DALI 5.0 kg

 
Down - 90° - R1250 - RGBW

OULU 6 OUL-80633 672 LED 37 W 1195 lm O [Opal] RGBW40 Bluetooth 4.7 kg

 
Down - 90° - R1250 - RGBW DMX

OULU 6 OUL-80634 672 LED 37 W 1195 lm O RGBW40 DMX, DMX/RDM 4.7 kg

 
Down - 90° - R1250 - TW

OULU 6 OUL-80632 480 LED 33 W 3414 lm O TW (2700K -
6500K) DALI 5.0 kg

 
Down - 90° - R500

OULU 6 OUL-80601 96 LED 12 W 1204 - 1254
lm O [Opal] 3000K CRI80,

4000K CRI80
On/Off, 1-10V,
DALI 2.2 kg

 
Down - 90° - R500 - RGBW

OULU 6 OUL-80603 240 LED 13 W 439 lm O [Opal] RGBW40 Bluetooth 2.0 kg

 
Down - 90° - R500 - RGBW DMX

OULU 6 OUL-80604 240 LED 13 W 439 lm O RGBW40 DMX, DMX/RDM 2.0 kg

 
Down - 90° - R500 - TW
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OULU 6 OUL-80602 192 LED 12 W 1254 lm O TW (2700K -
6500K) DALI 2.2 kg

 
Down - 90° - R750

OULU 6 OUL-80611 144 LED 18 W 1849 - 1926
lm O [Opal] 3000K CRI80,

4000K CRI80
On/Off, 1-10V,
DALI 3.1 kg

 
Down - 90° - R750 - RGBW

OULU 6 OUL-80613 384 LED 21 W 674 lm O [Opal] RGBW40 Bluetooth 2.8 kg

 
Down - 90° - R750 - RGBW DMX

OULU 6 OUL-80614 384 LED 21 W 674 lm O RGBW40 DMX, DMX/RDM 2.8 kg

 
Down - 90° - R750 - TW

OULU 6 OUL-80612 288 LED 18 W 1926 lm O TW (2700K -
6500K) DALI 3.1 kg

 

Accessories

Recessing box
A61051

Ceiling-mounting
bracket (40 mm

profile)
A81381

Continuous-coupler
bracket

A81781

Wireless bluetooth
converter
A90291

Xpress wireless
switch

A90591

DALI Control
System

Control-DALI

DMX Control
System

Control-DMX

OUL-80411 · · · · ·
OUL-80412 · · · · ·
OUL-80413 · · · · ·
OUL-80414 · · ·
OUL-80421 · · · · ·
OUL-80422 · · · · ·
OUL-80423 · · · · ·
OUL-80424 · · ·
OUL-80431 · · · · ·
OUL-80432 · · · · ·
OUL-80433 · · · · ·
OUL-80434 · · ·
OUL-80511 · · · ·
OUL-80512 · · · ·
OUL-80521 · · · ·
OUL-80522 · · · ·
OUL-80531 · · · ·
OUL-80532 · · · ·
OUL-80601 · · · · ·
OUL-80602 · · · · ·
OUL-80603 · · · · ·
OUL-80604 · · ·
OUL-80611 · · · · ·
OUL-80612 · · · · ·
OUL-80613 · · · · ·
OUL-80614 · · ·
OUL-80621 · · · · ·
OUL-80622 · · · · ·
OUL-80623 · · · · ·
OUL-80624 · · ·
OUL-80631 · · · · ·
OUL-80632 · · · · ·
OUL-80633 · · · · ·
OUL-80634 · · · ·
OUL-80701 · · · ·
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OUL-80702 · · · ·
OUL-80711 · · · ·
OUL-80712 · · · ·
OUL-80721 · · · ·
OUL-80722 · · · ·
OUL-80731 · · · ·
OUL-80732 · · · ·
OUL-80801 · · · · ·
OUL-80802 · · · · ·
OUL-80803 · · · · ·
OUL-80804 · · · ·
OUL-80811 · · · ·
OUL-80812 · · · · ·
OUL-80813 · · · · ·
OUL-80814 · · · ·
OUL-80821 · · · · ·
OUL-80822 · · · · ·
OUL-80823 · · · · ·
OUL-80824 · · · ·
OUL-80831 · · · · ·
OUL-80832 · · · · ·
OUL-80833 · · · · ·
OUL-80834 · · · ·
OUL-80841 · · · · ·
OUL-80842 · · · · ·
OUL-80843 · · · · ·
OUL-80844 · · · ·
OUL-80901 · · · ·
OUL-80902 · · · ·
OUL-80911 · · · ·
OUL-80912 · · · ·
OUL-80921 · · · ·
OUL-80922 · · · ·
OUL-80931 · · · ·
OUL-80932 · · · ·
OUL-80941 · · · ·
OUL-80942 · · · ·
OUL-81011 · · · · ·
OUL-81012 · · · · ·
OUL-81013 · · · · · ·
OUL-81014 · · · ·
OUL-81021 · · · · ·
OUL-81022 · · · · ·
OUL-81023 · · · · · ·
OUL-81024 · · · ·
OUL-81111 · · · · ·
OUL-81112 · · · · ·
OUL-81121 · · · · ·
OUL-81122 · · · · ·

DMX/RDM Control
System

Control-DMX-
RDM

OUL-80411
OUL-80412
OUL-80413
OUL-80414 ·
OUL-80421
OUL-80422
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OUL-80423
OUL-80424 ·
OUL-80431
OUL-80432
OUL-80433
OUL-80434 ·
OUL-80511
OUL-80512
OUL-80521
OUL-80522
OUL-80531
OUL-80532
OUL-80601
OUL-80602
OUL-80603
OUL-80604 ·
OUL-80611
OUL-80612
OUL-80613
OUL-80614 ·
OUL-80621
OUL-80622
OUL-80623
OUL-80624 ·
OUL-80631
OUL-80632
OUL-80633
OUL-80634 ·
OUL-80701
OUL-80702
OUL-80711
OUL-80712
OUL-80721
OUL-80722
OUL-80731
OUL-80732
OUL-80801
OUL-80802
OUL-80803
OUL-80804 ·
OUL-80811
OUL-80812
OUL-80813
OUL-80814 ·
OUL-80821
OUL-80822
OUL-80823
OUL-80824 ·
OUL-80831
OUL-80832
OUL-80833
OUL-80834 ·
OUL-80841
OUL-80842
OUL-80843
OUL-80844 ·
OUL-80901
OUL-80902
OUL-80911
OUL-80912
OUL-80921
OUL-80922
OUL-80931
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OUL-80932
OUL-80941
OUL-80942
OUL-81011
OUL-81012
OUL-81013
OUL-81014 ·
OUL-81021
OUL-81022
OUL-81023
OUL-81024 ·
OUL-81111
OUL-81112
OUL-81121
OUL-81122
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OULU
Recessed ceiling luminaires

Unique family of curved extruded linear fixtures.
Release your imagination, designing spaces with
multiple curves in the OULU range.

https://www.ligman.com/oulu-recessed-ceiling-
luminaires-ou-rec3/

OULU
Pendant luminaires

Unique family of curved extruded linear fixtures.
Release your imagination, designing spaces with
multiple curves in the OULU range.

https://www.ligman.com/oulu-pendant-luminair
es-ou-pen3/
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