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Elegant, curved profile post-top range. High
lumen output and a variety of technical
optical solutions ensure that QUARTER is
suitable for a wide range of applications.

Luminaire Structure

- Die-cast aluminium housing and frame
- Pre-treated before powder coating ensuring high
corrosion resistance

- Two cable entries for through wiring
- Stainless steel fasteners in grade 304 with zinc
flake coating (ZFC)
- Durable silicone rubber gasket

- High-efficiency PMMA lens
- Clear toughened glass
- Integral control gear

Feature Optic

M W EW T1

T2 T3 T4 ME

Product colour

01 - Black (RAL
9011)

02 - Dark Grey (RAL
7043)

03 - White (RAL
9003)

05 - Matt Silver
(RAL 9006)

06 - Bronze (RAL
6014)

Special finishes upon request

SU01 - Concrete -
Urban

SU02 - Softscape -
Urban

SU03 - Stone -
Urban

SU04 - Corten -
Urban

SW01 - Oak -
Woodland

SW02 - Walnut -
Woodland

SW03 - Pine -
Woodland

https://www.ligman.com/lighting-control-methods/
https://www.ligman.com/dali/
https://www.ligman.com/lighting-control-methods/
https://www.ligman.com/microvos/
https://www.ligman.com/nature-friendly-lighting/
https://www.ligman.com/turtle-friendly-lighting/
https://www.ligman.com/quarter-post-top-luminaires-qu-po3/
mailto:info@ligman.com
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Technical information

 

Model
number
 

Light
source
 

Power
 

Lumen
 

Optic
 

CCT / CRI
 

Dimming
type
 

Weight
  

Small - 1 side

QUARTER 1 QU-20001 24 LED 37 W 4454 -
5121 lm

M [30°], W [56°], EW [112°],
T1 [145°x75°], T2
[137°x58°], T3 [123°x92°],
T4 [105°x69°], ME
[140°x63°]

3000K
CRI80,
4000K
CRI80

On/Off,
1-10V, DALI 8 kg

QUARTER 1 QU-20002 24 LED 53 W 6244 -
7178 lm

M [30°], W [56°], EW [112°],
T1 [145°x75°], T2
[136°x58°], T3 [123°x93°],
T4 [105°x69°], ME
[140°x63°]

3000K
CRI80,
4000K
CRI80

On/Off,
1-10V, DALI 8 kg

 
Small - 2 sides

QUARTER 1 QU-20011 2 x 24
LED 75 W 8908 -

10242 lm

M [30°], W [56°], EW [112°],
T1 [145°x75°], T2
[137°x58°], T3 [123°x92°],
T4 [105°x69°], ME
[140°x63°]

3000K
CRI80,
4000K
CRI80

On/Off,
1-10V, DALI 14 kg

QUARTER 1 QU-20012 2 x 24
LED 106 W 12488 -

14356 lm

M [30°], W [56°], EW [112°],
T1 [145°x75°], T2
[136°x58°], T3 [123°x93°],
T4 [105°x69°], ME
[140°x63°]

3000K
CRI80,
4000K
CRI80

On/Off,
1-10V, DALI 14 kg

 

Accessories

DALI Control
System

Control-DALI
QU-20001 ·
QU-20002 ·
QU-20011 ·
QU-20012 ·
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QUARTER
Surface facade luminaires

Rounded profile wall-mounted area downlight.
Classic and practical profile affording wildlife and
dirt resistant urban area lighting solutions.

https://www.ligman.com/quarter-surface-facad
e-luminaires-qu-su3/
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