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Family of interior track accent lighting
fixtures. ROY; tailorable track and spot
system for specific project solutions.

Luminaire Structure

- Die-cast aluminium housing with powder coating - Die-cast aluminium heat sink with excellent
thermal management
- Propriety lens design for high LOR
- Adjustable: Tilt 90°, Rotation 355°

- Integral control gear
- Universal adaptor compatible with any track

Feature Optic

N M W

Product colour

08 - Glossy White
(RAL 9010)

09 - Glossy Black
(HB451022M)
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Technical information

 
Model number
 

Light source
 

Power
 

Lumen
 

Optic
 

CCT / CRI
 

Dimming type
 

Weight
  

2 Busbar 1 Circuit

ROY 1 RY-80001 3 LED 6 W 329 - 423 lm N [20°], M [29°], W
[50°]

3000K CRI80, 4000K
CRI80 On/Off 0.35 kg.

ROY 2 RY-80011 5 LED 9 W 597 - 730 lm N [19°], M [31°], W
[48°]

3000K CRI80, 4000K
CRI80 On/Off 0.62 kg.

ROY 2 RY-80021 7 LED 12 W 878 - 1024 lm N [15°], M [27°], W
[35°]

3000K CRI80, 4000K
CRI80 On/Off 0.62 kg.

ROY 3 RY-80031 9 LED 15 W 1050 - 1272 lm N [14°], M [25°], W
[39°]

3000K CRI80, 4000K
CRI80 On/Off 0.91 kg.

ROY 3 RY-80041 12 LED 20 W 1478 - 1682 lm N [14°], M [25°], W
[39°]

3000K CRI80, 4000K
CRI80 On/Off 0.91 kg.

ROY 4 RY-80051 18 LED 29 W 2152 - 2434 lm N [15°], M [27°], W
[42°]

3000K CRI80, 4000K
CRI80 On/Off 1.35 kg.

ROY 5 RY-80061 24 LED 39 W 3013 - 3415 lm N [14°], M [26°], W
[45°]

3000K CRI80, 4000K
CRI80 On/Off 1.78 kg.

 
4 Busbar 3 Circuit

ROY 1 RY-80071 3 LED 6 W 329 - 423 lm N [20°], M [29°], W
[50°]

3000K CRI80, 4000K
CRI80 On/Off 0.35 kg.

ROY 2 RY-80081 5 LED 9 W 597 - 730 lm N [19°], M [31°], W
[48°]

3000K CRI80, 4000K
CRI80 On/Off 0.62 kg.

ROY 2 RY-80091 7 LED 12 W 878 - 1024 lm N [15°], M [27°], W
[35°]

3000K CRI80, 4000K
CRI80 On/Off 0.62 kg.

ROY 3 RY-80101 9 LED 15 W 1050 - 1272 lm N [14°], M [25°], W
[40°] 3000K, 4000K On/Off 0.91 kg.

ROY 3 RY-80111 12 LED 20 W 1478 - 1682 lm N [14°], M [25°], W
[39°]

3000K CRI80, 4000K
CRI80 On/Off 0.91 kg.

ROY 4 RY-80121 18 LED 29 W 2152 - 2434 lm N [15°], M [27°], W
[42°]

3000K CRI80, 4000K
CRI80 On/Off 1.35 kg.

ROY 5 RY-80131 24 LED 39 W 3013 - 3415 lm N [14°], M [26°], W
[45°]

3000K CRI80, 4000K
CRI80 On/Off 1.78 kg.

 

https://www.ligman.com/roy-luminaires-for-track-ro-sp3/
mailto:info@ligman.com

