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Reduces light pollution
Certified by DarkSky.org

Flexible wall-mounted floodlighting and area
™
oS

luminaires. Sleek, angular, technical and
TECHNOLOGY
powerful professional lighting solutions. ‘ ;

Luminaire Structure

- Die-cast aluminium housing and frame - Single cable entry or two cable entries for - Clear toughened glass

- Pre-treated before powder coating ensuring high through wiring upon request - Integral control gear

corrosion resistance - Stainless steel fasteners in grade 304 with zinc - Optional surface mounting box for easy wiring or
flake coating (ZFC) conduit connection when wiring from behind is not
- Durable silicone rubber gasket possible

- High-efficiency PMMA lens
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Special finishes upon request

-- e i_ ?‘\_f-

SU01 - Concrete - SUO2 - Softscape - SUO3 - Stone - SU04 - Corten -
Urban Urban Urban Urban
SWO1 - Oak - SWO02 - Walnut - SWO03 - Pine -
Woodland Woodland Woodland
We reserve the right to make technical and design changes THAILAND
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Technical information

Outdoor

Surface facade luminaires

Model
number

Arm mounting - Large

VEKTER 8 VK-30031

VEKTER 8 VK-30032

Arm mounting - Medium

VEKTER 7 VK-30011
VEKTER 7 VK-30012
Large

VEKTER 2 VK-30003
VEKTER 2 VK-30004
Medium

VEKTER 1 VK-30001
VEKTER 1 VK-30002

Mounting box - Large

VEKTER 10 VK-30041

VEKTER 10 VK-30042

Mounting box - Medium

VEKTER 9 VK-30021

VEKTER 9 VK-30022

Accessories

Light
source

24 LED

24 LED

12 LED

12 LED

24 LED

24 LED

12 LED

12 LED

24 LED

24 LED

12 LED

12 LED

Power

37W

54 W

20W

28 W

37W

54 W

20w

28 W

37W

54 W

20W

28 W

Lumen

45009 -
5143 Im

6104 -
6954 Im

2148 -
24731Im

2873 -
3330Im

45009 -
5143 1Im

6104 -
6954 Im

2148 -
2473 1m

2873 -
3330Im

45009 -
5743 Im

6104 -
6954 Im

2148 -
24731m

2873 -
3330Im

Optic

M [32°], W [52°], EW
[108°], T2 [140°x51°], T3
[140°x72°], T4 [97°x82°]
M [32°], W [52°], EW
[108°], T2 [140°x51°], T3
[140°x72°], T4 [97°x82°]

M [31°], W [53°], EW
[110°], T2 [144°x50°], T3
[139°x68°], T4 [97°x77°]
M [31°], W [53°], EW
[110°], T2 [144°x50°], T3
[139°x68°], T4 [97°x77°]

M [32°], W [52°], EW
[108°], T2 [140°x51°], T3
[140°x72°], T4 [97°x82°]
M [32°], W [52°], EW
[108°], T2 [140°x51°], T3
[140°x72°], T4 [97°x82°]

M [31°], W [53°], EW
[110°], T2 [144°x50°], T3
[139°x68°], T4 [97°x77°]
M [31°], W [53°], EW
[110°], T2 [144°x50°], T3
[139°x68°], T4 [97°x77°]

M [32°], W [52°], EW
[108°], T2 [140°x51°], T3
[140°x72°], T4 [97°x82°]
M [32°], W [52°], EW
[108°], T2 [140°x51°], T3
[140°x72°], T4 [97°x82°]

M [31°], W [53°], EW
[110°], T2 [144°x50°], T3
[139°x68°], T4 [97°x77°]
M [31°], W [53°], EW
[110°], T2 [144°x50°], T3
[139°x68°], T4 [97°x77°]

CCT/CRI

3000K
CRI80,
4000K CRIBO
3000K
CRI80,
4000K CRIB0

3000K
CRI80,
4000K CRIBO
3000K
CRI80,
4000K CRIBO

3000K
CRI80,
4000K CRIB0
3000K
CRI80,
4000K CRIBO

3000K
CRI80,
4000K CRIBO

3000K,
4000K

3000K
CRI80,
4000K CRIBO

3000K,
4000K

3000K
CRI80,
4000K CRIBO
3000K
CRI80,
4000K CRIBO

Dimming
type

On/Off,
1-10V, DALI

On/Off

On/Off,
1-10V, DALI

On/Off, DALI

On/Off,
1-10V, DALI

On/Off

On/Off,
1-10V, DALI

On/Off, DALI

On/Off,
1-10V, DALI

On/Off, DALI

On/Off,
1-10V, DALI

On/Off, DALI

Weight

7.5kg

7.5kg

5.5kg

5.5kg

49kg

49kg

3.2kg

3.2kg

6.6 kg

6.6 kg

4.6 kg

4.6 kg

Surface mounting

Surface mounting

Surface mounting

Surface mounting

Surface mounting

Surface mounting

box for easy box for easy box for easy box for easy box for easy box for easy
cabling (VEKTER cabling (VEKTER cabling (VEKTER cabling (VEKTER cabling (VEKTER cabling (VEKTER
1) 10) 2) 7) 8) 9)
SCE- SCE- SCE- SCE- SCE- SCE-
VEKTER-1 VEKTER-10 VEKTER-2 VEKTER-7 VEKTER-8 VEKTER-9
VK-30001
VK-30002
VK-30003
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LIGMAN

Outdoor | Surface facade luminaires

VEKTER

VK-30004
VK-30011
VK-30012
VK-30021
VK-30022
VK-30031
VK-30032
VK-30041
VK-30042
VK-30001, VK-30002 VK-30003, VK-30004
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Outdoor | Surface facade luminaires

VEKTER VEKTER

Bollards Street & area lighting luminaires
Flexible bollard pathway and way finding Flexible column-mounted floodlighting and area
luminaires. Sleek, angular, technical and powerful luminaires. Sleek, angular, technical and powerful
professional lighting solutions. professional lighting solutions.

https://www.ligman.com/vekter-bollards-ve-bo3 https://www.ligman.com/vekter-street-area-ligh

/ ting-luminaires-ve-st3/
We reserve the right to make technical and design changes THAILAND
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