LIGMAN

Poles | Cylindrical, straight aluminium lighting poles with illuminated decorative
graphic

Graphic 1 - RGBW - 45 W - 3 m - 3140 mm - Spigot: 76 mm (APG130140-001-RGBW-SC76)

APG130140-001-RGBW-SC76
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Luminaire Structure Technical information

- Pre-treated before powder coating ensuring high corrosion resistance Height (mm) 3000
- TWQ cable entries for thrgugh wiring o . Diameter / dimension (mm) @140
- Stainless steel fasteners in grade 304 with zinc flake coating (ZFC) i

- Opal UV-stabilised polycarbonate diffuser Spigot (mm) 76

- Installing options: Mounting base or anchor bolts on a foundation Weight (kg) 21.7

- Manufacturing process is in accordance with EN4Q standard Horizontal loads resistance (V ref,0 -

- Material: Aluminium m/s) 45

- Form: Cylindrical, straight Luminaire weight (max - kg) 50

- Height options: 3m, 4m, 5m, 6 m
Luminaire wind catching area (max -

- Diameter or dimension options: @140 mm 0.25

- Spigot options: 60 mm, 76 mm m2)

- llluminated graphic area is 1 m long as standard or can go up to 3m Material Aluminium

upon request Black, Dark Grey, White, Matt Silver,

Bronze, Concrete - Urban, Softscape -

Product colours Urban, Stone - Urban, Corten - Urban,
Oak - Woodland, Walnut - Woodland,
Pine - Woodland

- Graphic can be customised upon request
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Root mount kit Circuit breaker box IP44 Pharos - TPC touch screen & Pharos - POE Connect
A20691 A21291 LPC controller DMX 2 Universe A64591
A64691
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Pharos - RDM DMX Splitter Pharos - CLOUD Nicolaudie - SLESA-U9 Nicolaudie - SLESA-UE7
A64791 A64991 A60491 A60691

Nicolaudie - STICK-KE2

A65091
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